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ECOTRIC RTS 
TECHNIQUE MOTOR 12 V

Width of the roller blind system

Fabric width

approx. 12 mm approx. 22 mm

 Stopper  Setting up of upper and lower limit 
stop at the factory, fi ne adjustment on 
site possible

 Assembly and 
disassembly of 

the tube

 Positioning the blind tube in the sup-
port:
1. First, position the tube in the 

corresponding support.
2. Press the opposite side with the 

attached clip into the round pin and 
engage it.

3. Carry out fi ne adjustment if 
necessary.

4. Place the cover on to the support

 Size of system Maximum width of 200 cm
Maximum height of 300 cm

Fabric reeling Standard backward reeling, 
forward reeling upon inquiry

 Fabric width  Roller blind width: ./. 3,2 cm
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Standard
 We deliver the roller blinds assembled, 
together with the corresponding metal 
clips.
Position the clips/supporting brackets 
at approx. 4 to 6 cm from the end of 
the blind.

  Up to 99 cm width: 2 pieces
As of 100 cm up to 149 cm width:  3 pieces
As of 150 cm up to 199 cm width:  4 pieces

Standard nickel-plated
Standard white RAL 9016
Other colours upon inquiry

Rapid and simple fi xing with a 
shadow gap of approx. 7 mm

 Supporting 
bracket

Metal supporting bracket

Standard nickel-plated
Standard white RAL 9016
Other colours upon inquiry

 Projection A approx. 45 mm
Projection B approx. 60 mm

 Distance plate by 
clip installation

Plastic distance plate transparent,
small projection distance from 
wall thanks to the installation of one or 
several distance plates
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 INSTALLATION
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ECOTRIC RTS
 INSTALLATION

36 mm

50 mm25 mm

approx. 85 mm

approx. 78 mmapprox. 115 mm

Function clip  Insert the head profi le into the clips 
and press. The roller blind will engage 
and be ready for use

Remove the blind by pressing the 
«Push» button

The clips shall be fi xed straightened to 
the ceiling or the wall

 Tension jack  We can deliver the blinds ready for 
installation, including the corre-
sponding tension jacks upon inquiry  

Colour: Standard nickel-plated

Minimum shadow gap of 
approx. 2 mm

Positioning of the tension jack at 
approx. 4 to 6 cm from the end of the 
blind

 Function
Tension jack

  Up to 99 cm width: 2 pieces
As of 100 cm up to 149 cm width:  3 pieces
As of 150 cm up to 199 cm width:  4 pieces

Movable clip in Pantric 2–5 track

 Groove
Clip/tension jack

Installation of the blinds in the groove
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